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more than 6 weeks elapse between 
tests: 

(i) All pressure safety high or pres-
sure safety low, and 

(ii) All level safety high and level 
safety low controls. 

(3) The following electronic pressure 
transmitters and level sensors must be 
inspected and tested at least once 
every 3 months, but at no time may 
more than 120 days elapse between 
tests: 

(i) All PSH or PSL, and 
(ii) All LSH and LSL controls. 
(4) All pumps for firewater systems 

shall be inspected and operated weekly. 
(5) All fire- (flame, heat, or smoke) 

and gas-detection systems shall be in-
spected and tested for operation and re-
calibrated every 3 months provided 
that testing can be performed in a non-
destructive manner. 

(6) Prior to the commencement of 
production, the lessee shall notify the 
District Supervisor when the lessee is 
ready to conduct a preproduction test 
and inspection of the safety system. 
The lessee shall also notify the District 
Supervisor upon commencement of 
production in order that a complete in-
spection may be conducted. 

(b) Records. The lessee shall maintain 
records for a period of 2 years for each 
safety device installed. These records 
shall be maintained by the lessee at 
the lessee’s field office nearest the OCS 
facility or another location conven-
iently available to the District Super-
visor. These records shall be available 
for MMS review. The records shall 
show the present status and history of 
each safety device, including dates and 
details of installation, removal, inspec-
tion, testing, repairing, adjustments, 
and reinstallation. 

[56 FR 32100, July 15, 1991. Redesignated at 63 
FR 29479, May 29, 1998, as amended at 67 FR 
51761, Aug. 9, 2002]

§ 250.1631 Safety device training. 
Prior to engaging in production oper-

ations on a lease and periodically 
thereafter, personnel installing, in-
specting, testing, and maintaining 
safety devices shall be instructed in 
the safety requirements of the oper-
ations to be performed; possible haz-
ards to be encountered; and general 
safety considerations to be taken to 

protect personnel, equipment, and the 
environment. Date and time of safety 
meetings shall be recorded and avail-
able for MMS review.

§ 250.1632 Production rates. 
Each sulphur deposit shall be pro-

duced at rates that will provide eco-
nomic development and depletion of 
the deposit in a manner that would 
maximize the ultimate recovery of sul-
phur without resulting in waste (e.g., 
an undue reduction in the recovery of 
oil and gas from an associated hydro-
carbon accumulation).

§ 250.1633 Production measurement. 
(a) General. Measurement equipment 

and security procedures shall be de-
signed, installed, used, maintained, and 
tested so as to accurately and com-
pletely measure the sulphur produced 
on a lease for purposes of royalty de-
termination. 

(b) Application and approval. The les-
see shall not commence production of 
sulphur until the Regional Supervisor 
has approved the method of measure-
ment. The request for approval of the 
method of measurement shall contain 
sufficient information to demonstrate 
to the satisfaction of the Regional Su-
pervisor that the method of measure-
ment meets the requirements of para-
graph (a) of this section.

§ 250.1634 Site security. 
(a) All locations where sulphur is 

produced, measured, or stored shall be 
operated and maintained to ensure 
against the loss or theft of produced 
sulphur and to assure accurate and 
complete measurement of produced 
sulphur for royalty purposes. 

(b) Evidence of mishandling of pro-
duced sulphur from an offshore lease, 
or tampering or falsifying any meas-
urement of production for an offshore 
lease, shall be reported to the Regional 
Supervisor as soon as possible but no 
later than the next business day after 
discovery of the evidence of mis-
handling.
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